
• Broad lens for sharper overall focus
• Camera can be adjusted to allow 360° field of view
• Easily mountable
• Compact and easy to install
• Auto white balance
• Includes power adaptor

www.swannsecurity.com 
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Product Code: SW-P-DCBW

DomeCam
B&W Security Camera
Easy Mount

DIY Home / Office Cameras 



the freedom to observe...
Swann DomeCam brings a professional touch to your security system at the home or office.
It features a black and white video camera that can be adjusted and fixed in any direction.

The high quality plastic dome protects the ultra sensitive camera from damage by dust and other
environmental hazards. The broad lens provides sharp overall focus for crystal clear picture.

Mix Swann DomeCam with identical Swann "Imitation" cameras and give thieves and intruders
the impression your premises is guarded by higher level of surveillance! 

DomeCam
B&W Security Camera
Easy Mount

Technical Specifications
Image Sensor: 1/4” / 6.35mm

B&W CMOS Camera
Video System: EIA/CCIR
Number of Effective Pixels: 320X240(EIA)/352X288(CCIR)
Scanning System: 2:1 Interlace
Synchronization: Internal
Resolution (TV Lines): 240 TV Lines
S/N Ratio: More Than 46dB
Mil Illumination: 0.5Lux at F 1.4
Electronic Shutter: 1/50 - 1/6000
Horizontal Sync Frequency: EIA 15.734kHz/CCIR 15.625kHz
Vertical Sync Frequency: EIA 60Hz/CCIR 50Hz
Gamma Consumption: 0.45
Video Output: 1 Vpp , 75 ohms
Audio Output: Frequency: 20 -16000Hz,

S/N ratio more than 58dB

Built-In Lens: 3.6mm/F2.0
Storage Temperature: 30 to 60 Degree C              
Working Temperature: 10 to 45 Degree C  
Power Source: DC 12V CENTER(+) OUTER(-)
Power Current: 50mA(Max)

Package Contents
DomeCam
Instruction Guide

Please note:
You will need to purchase Swann’s Cable & Power Pack
to operate this unit. Product Code: SW-P-100
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